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When shipping and handling bulk liquids, IBC North 
Americaôs Passport IBC is your cost-effective solution.  
The world-class shipping container is labeled 
UN31HA1 and offers all of the economical advantages 
of a lightweight composite IBC combined with the de-
pendability you have come to expect with the IBC North 
American name. 
 

The Passport IBC is offered in a 220, 275 and 330 gal-
lon capacity with a wide range of pallet, lid and valve 
options.  And the Passport IBCôs ReturnNet SystemÈ 
gives you the peace-of-mind that the IBC will be recon-
ditioned and recycled in an environmentally responsi-
ble way. 
 
Contact IBC North America and discover the many ad-
vantages of the Passport IBC. 

Passport IBC 
The IBC World-Class Material Handling Solution 

Advantage One: Manufacturing 
 
Quality Assurance 
An ISO 9001 certified manufacturer en-
sures a consistent reliable product. 

Highest Output 
Efficient automated manufacturing en-
sures on-time shipping at a competitive 
price. 

Regulatory Compliance 
The Passport IBC is labeled UN31HA1 for 
the handling and transport of Class II and 
III hazardous materials. 
 

Advantage Two: Innovation 
 

Pallet 
The Passport IBC is available in three 
standard pallet styles: wood, steel or plas-
tic.  Each style pallet allows for four-way 
fork entry and can be stacked with other 
commercially available IBCôs. 

Bottle 
Made of blow-molded high-density poly-
ethylene, the bottle is compatible with the 
broadest range of chemicals and food 
grade products.* 

Cage 
The unique square galvanized steel tubu-
lar design is manufactured using a pat-
ented four-point automated welding proc-
ess. 
 

Advantage Three: Service 
 

Environmentally Responsible 
The ReturnNet system® global container 
management program ensures proper 
recycling and handling of the Passport 
IBC. 

Global Availability 
Through PacNet, Passport IBCôs are 
available from state-of-the-art facilities 
and distribution points throughout the 
world. 



* Under all hazardous materials transportation codes, both domestic and international, the shipper is the party held responsible for knowing the hazards of their produces, communicating that 
hazard to carriers, emergency response personnel customers and the general public, and selecting effective packaging from the range of alternative packaging types authorized by the codes.  
The filler and shipper are responsible for determining suitability of the package for the product to be filled, stored, transported and emptied. 

Passport IBC 
The IBC World-Class Material Handling Solution 

Nominal  
Capacity 

Nominal  
Width 

Nominal  
Length 

Nominal  
Height 

Fill  
Opening 

Discharge  
Opening 

220 Gallon 40ò 48ò 40ò 6ò 2ò 

275 Gallon 40ò 48ò 46ò 6ò 2ò 

330 Gallon 40ò 48ò 54ò 6ò 2ò 
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Bottle is constructed with High Den-
sity Polyethylene (HDPE) formed 
through a blow molding process. 

An automatic four-point electro-weld 
process helps form the zinc-
galvanized tubular grid for the cage. 

The galvanized tubular and sheet 
steel pallet is formed and robotically 
welded. 

The wood pallet is heat treated and 
utilizes fir/beech wood materials. 

High-Density, High-Molecular 
Weight Polyethylene is used in this 
extrusion-blow molded pallet. 

A large variety of plunger valves, ball 
valves, 6ò lids and 9ò lids are available to 
meet your exact requirements.  Contact IBC 
North Americaôs Customer Service Depart-
ment or your Regional Area Sales Manager 
for more information. 
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